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China’s M-9 and M-I1 
SRBMs: Developmental 
Status and Availability Ray 


Since the late 1980s, China has been developing a series of mobile short-range 
missile systems designed primarily for export. They are single-stage, solid- 
propellant missiles launched from transporter-erector-launchers (TELs). Two 
of these missiles, the M-9 and M-1I1] short-range ballistic missiles (SRBMs), 
have been displayed at international arms exhibitions and offered for sale. 
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Beijing bd vertices a maximum eS for the M- 2 of 600 km. 


se a Sis > Chiaese marketing fformadion siding the 
accuracy of the M-9 is 0.1 percent of the range—or within 420 meters at a 
range of 420 km, 


Beijing advertises the M-1{ as having a maximum range of 290 km 


keting information claims the accuracy of the M-I1, like that of the M-9, is 0.1 
percent of the range or within 290 meters at a range of 290 km. 
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China’s M-9 and M-11 
SRBMs: Developmental 
Status and Availability 


Introduction 


China has aggressively pursued sales of ballistic missiles 
since the mid-1980s, In 1986, Chinese officials ac- 
knowledged the development of a series of short-range 
missiles designed primarily for export China's bid to 
develop modem, mobile. short-range missile systems 
resulted in two single-stage. solid-propellant, short- 
range ballistic missiles (SRBMs)—the M-9 and M-i1— 
launched from. transporter-erector-launchers (TELs).' 
The M-9 was first displayed at an international arms ° 
exhibit and affered for sale in fate 1986. and the M-11 
was shown for the first time in late 1988. 


'M-9 SRBM 


A full-sized mockup of the M-9 missile and a scale 
model of the TEL with a missile on it were first scen on 
display in Beijing in 1986 (figure 3) 
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Characteristics of the M-9 SRBM 


The M-9 short-range ballistic missile is a single-stage, 

solid-prapellant, inertially guided missile with an 

advertised maximum range of 600 kin. The missile, 

which is launched from a wheeled, self-propelled ce 
transporter-erector-launcher (TEL), is 9.2 meters long esi: 
and | meter in diameter and is composed of a booster af 
and a payload. 
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Figure 3 
Full-Sized Mockup of M-9 SRBM on Display. at - 
Beijing Arms Exhibition 















Support Equipment 
M-9 advertising brochures indicate that an M-9 launch 
unit cansists of one to four TELs supported by a 
resupply vehicle and an unknown number of missile test 
vehicles, 


“‘apabilities and Status : 
Vinde the M-9 was initially advertised as having 4 
AiNUM range of 600 kn 







iheting information claims thatthe accuracy of the 
‘Gis GLE percent of the range—or within 420 meters at 
wage ot 420 km. 
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Characteristics of the M-11 SRBM 











The MeL short-range ballistic missile (SRBM) is very 
similar in size and appearance to the M-9 [tis a single- 
stage, salid-propellant, inertially guided missile with an 
advertised maximum range of 290 kin. The missile, 
which is launched from a wheeled. self-propelled 
rranporter-erector-launcher (TEL), is 9.3 meters long 















mecnd 0.88 meter in diameter and ts composed 
afa baaster and a payload, 


M-11SRBM 


. The 
Chinese later revealed details of the missile and estab- 
lished its designator as the M-f1 at FIDA °88, an arms 
exhibition held in Santiago, Chile. Photographs of the 
M-tl and its TEL were shown at the exhibition 







Capahililies and Status 
Reijing advertises the M-UL as having a maximum range 
af 290 kim, 


Chinese marketing information has 
vhainved the accuracy of the M-11 is to be 0.1 percent of 
the sange —or within 290 meters at a range of 290 km. 
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